
THE INERT GAS SYSTEM 

SO SAFE IT EVEN 

PROTECTS YOUR BUDGET.
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The Most  

Cost-Effective  

Inert Gas System.

Inert gas systems are the safe, natural way to extinguish 
a fire.  We’ve taken the solution to the next level.  Fike’s  
PROINERT offers all the benefits of other inert gas 
systems with several significant design improvements.  
You’ll find the PROINERT solution is safer and more 
economical than any other system on the market. 

Most inert gas systems  
discharge from the containers 
at high pressure, then use 
pressure reducers further 

down the pipe network. This system layout requires both 
high-pressure and low-pressure piping to handle the 
extinguishant as it travels to the discharge nozzle.

PROINERT is different. Our superior cylinder valve 
automatically reduces the pressure of the extinguishant  
at discharge.  We provide an ideal discharge pressure 
and maintain a constant flow rate throughout the  
system.  That means you can forget about expensive 
high-pressure piping.  With PROINERT, you can use 
small-diameter, low-pressure piping from the container 
all the way to the nozzle, lowering your system costs. 

Constant Flow Rate =

Constant Savings + 

Constant Safety

Most inert gas systems discharge 
from the nozzle into the protected 
space with a high surge flow rate, 
creating a potentially hazardous 

pressure peak.  Consequently, a large venting area must 
be installed, to protect the integrity of the protected space 
and your employees.  In addition, industry regulations 
state that 95% of the required inert agent must discharge 
within 60 seconds after activation.  To achieve that 
discharge rate, our competitors’ inert systems must 
increase the already high surge flow rate, further 
increasing the risk of damage.

PROINERT is better. 
Because of our unique, 
patented valve assembly, 
the ProInert agent enters 

the protected room within the required 60 seconds at a 
steady flow rate, preventing destructive turbulence from 
occurring.  Therefore, only the amount of extinguishant 
you really need is discharged, and the necessary venting 
area is much smaller  — you can reduce your installation 
costs by as much as 60% on venting hardware!  

ProInert is not only safer for your staff and facility, 

it also saves you money!  

Lower Pressure =

Lower Costs + 

Lower Risk

No Excess Extinguishant =

No Excess Expense  + 

No Excess Risk

TIME (sec)

Standard Inert Gas Systems
have 2.7 times higher peak flow rate 
resulting in a turbulent, possibly
destructive discharge
      

Fike’s
Constant Flow Rate
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Fike’s PROINERT system is designed for superior 
long-distance delivery.  Our storage containers and 
selector valves enable you to protect several rooms 
with one bank of containers stored far from the 
protected areas. PROINERT containers can be 
placed in virtually any non-critical area.  

FROM HERE TO THERE

Customer Service 
Center with  
Subfloor Piping

Control Center

PROINERT 
Storage Containers

Selector Valves

PROTECTION WITH NO BOUNDARIES

MAXIMUM PROTECTION, MINIMUM STORAGE
PROINERT’s containers allow you to protect single- or multiple-hazard areas typically  
requiring less floor space than other inert gas systems. 

Think of the cost savings!  
You no longer need to purchase, install and 
maintain several individual protection systems f
or your multi-risk facility. One PROINERT system 
does it all.

Data Storage / 
Switch Room

Cost Savings: 
PROINERT 

uses 
low-pressure  

piping.

Cost Savings: 
Typically 

PROINERT 
requires fewer 

nozzles.
Cost Savings:  
PROINERT 

requires 60% less 
venting area and 

hardware.

I N E R T  G A S  F I R E  P R O T E C T I O N  S Y S T E MI N E R T  G A S  F I R E  P R O T E C T I O N  S Y S T E M



FROM ART TO INDUSTRY

PROTECTION WITH NO BOUNDARIES

GLOBALLY APPROVED 
AND RECOGNIZED

• UL 

• FM 

• LPCB

• Included in ISO 14520

• Included in EN 14520

• Included in NFPA 2001

• US EPA SNAP listed

• HAG listed

• TPED compliant

• DOT compliant

PROINERT is the ideal fire protection solution for a wide variety 
of industries and applications. For more information about how we can 
protect your business with PROINERT, please contact Fike today.

Art Galleries

Museums 

Archive Storage

Computer/Operation Rooms

Control Rooms

Financial Centers and Banks Electronics and Data Processing

Insurance Industry

Military Installations 

Pharmaceutical/Medical 

Process Industry Control Rooms

Rare Book Libraries

Record Storage Facilities

Substation Control Rooms

Switch Rooms

Telecom Centers

Universities and Colleges
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EXTINGUISH A 
FIRE NATURALLY 
WITH  PROINERT.

At Fike, we analyzed a wide variety of inert gas options before selecting  
IG-55 (blend of Argon & Nitrogen) found in our PROINERT system.

Here are the benefits of our all-natural extinguishant:
• �Zero Ozone Depletion Potential (ODP)  We simply borrow 		

Argon and Nitrogen from nature.  When released, they automatically 	
return to their natural place in the environment.

• �Zero Global Warming Potential (GWP)  Argon and Nitrogen have 
no atmospheric lifetime, so they pose no risk to the environment.

• �Similar To Air Density  At discharge, the PROINERT gas mixture 	
pos�sesses a density similar to air.  You can count on:   	

	 - Exceptional Extinguishant Hold Time				  
	 - Minimal Room Sealing Required 				  
	 - Improved Penetration from Top to Bottom of  
              the Protected Room

• �Easy, Economical Refill and Real-Life Testing  Because Argon  
and Nitrogen occur naturally in the environment, our extinguishant is 
readily available and affordable.  With PROINERT, real-life discharge 
testing is feasible.

• �No Secondary Combustion Products  Argon and Nitrogen do 		
not decompose into toxic or corrosive non-conductive elements in 

   a fire, making it a safe choice for people, electronics and assets. 

• �No Fogging  PROINERT is ideal for occupied spaces because 		
escape routes remain visible.

• �No Residue  That means no damage to your equipment and no  
clean-up required.

M O T H E R  N A T U R E  A P P R O V E D

Reduced oxygen levels 
will not sustain a 
combustion reaction,  
but are acceptable for 
human exposure over a 
short period of time.
PROINERT extinguishes 
a fire by reducing the 
oxygen concentration.  
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E-mail: fpssales@fike.com

PROINERT, Fike and Fike Corporation are trademarks or registered trademarks  

of Fike Corporation. 

U.S. Patent 6,871,802 and Foreign Patents.
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F IKE GLOBAL MANUFACTURING,  SALES AND SERVICE

AMERICAS

FIKE CORPORATION 
Blue Springs, MO, USA 
Tel:	 +1-816-229-3405
Email:	 fpssales@fike.com

FIKE LATINA LTDA (MERCOSUR)
Jundiai, Brazil 
Tel:	 +55-11-4525-5900
Email:	 vendas@fike.com.br

CARIBBEAN, CENTRAL,  
SOUTH AMERICA  
Houston, TX, USA 
Tel:      +1-281-895-0756
Email:	 ccsasales@fike.com

EUROPE

FIKE PROTECTION SYSTEMS, LTD.
Guildford, Surrey 
United Kingdom 
Tel:	 +44-01-483-457-584
Email:	 sales.uk@fike.com

ASIA

FIKE ASIA PACIFIC SDN BHD
Selangor Darul Ehsan, Malaysia 
Tel:	 +60-3-7859-1462
Email:	 fikeap@fike.com

MIDDLE EAST

FIKE CORPORATION DUBAI 
Dubai, UAE
Tel:      +971 4 (0) 3866455
Email:  fike.dubai@fike.com

EXPERIENCED:  We’ve worked in the 

fire protection business since 1960.

FOCUSED:  We specialize in Life Safety 

Products, as well as Facility and Asset 

Protection Products.

VERSATILE:  We design, manufacture, 

distribute and maintain our entire 

product line.

GLOBAL:  We have clients, manufacturing 

facilities, sales outlets and maintenance 

companies around the world.

INNOVATIVE:  In 1994, we became  

the first manufacturer to bring a  

UL Listed and FM Approved, clean agent 

fire suppression system to market, 

replacing Halon. We also have the 

safest and most economical inert gas 

system on the market – PROINERT.

EARTH-FRIENDLY:  We pioneered the 

development of clean agent systems and 

we continue to explore environmentally 

safe alternatives such as inert gas. 

COMPREHENSIVE:  We offer a complete 

line of fire protection technologies 

including clean agents, watermist, CO2, 

plus the corresponding detection and 

control systems.

WE’RE PROUD 
OF OUR RESUME

Printed on 25% post consumer fiber / 50% total recycled content with soy based inks.

THE INERT GAS SYSTEM SO SAFE  

IT EVEN PROTECTS YOUR BUDGET.
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PROINERT®2 IG-55 EXTINGUISHANT 
 
 
DESCRIPTION 
IG-55 is a colorless, odorless, electrically non-conductive gas with a density approximately the same as air. (see Physical 
Properties for additional information). 
 
IG-55 is stored as pressurized gas within the cylinder assembly. It is available at storage pressures of 200 bar and 300 bar. 
When discharged into a protected space, IG-55 is clear and does not obscure vision. It leaves no residue and has zero 
ozone depleting potential and zero global warming potential.
 
 
FEATURES AND BENEFITS 
•	 Natural gas present in the atmosphere 
• 	 Suitable for occupied areas 
• 	 No toxic or corrosive decomposition products from agent 
• 	 Colorless, odorless, compressed gas 
• 	 Stored as a gas 
• 	 Fogging does not occur when agent is discharged 
• 	 Electrically non-conductive 
• 	 No residue to clean up after discharge 
• 	 Zero ozone depleting potential 
• 	 Zero global warming potential 
• 	 Included on the U.S. EPA Significant New Alternative Policy (SNAP) rules
 
 
EXTINGUISHING METHOD  IG-55 
IG-55 extinguishes a fire by reducing the residual oxygen concentration to a level that will no longer support combustion.

USE AND LIMITATIONS – IG-55 AGENT 
ProInert system shall be used on the following Class of Hazards: 
Class A & C:	 Electrical and Electronic Hazards 
	 	 Telecommunications Facilities 
	 	 High value assets, where the associated down-time would be costly 
Class B:	 	 Flammable liquids and gases 

ProInert systems shall “NOT” be used on fires involving the following materials: 
Class A & C:	 Chemicals or mixtures of chemicals that are capable of rapid oxidation in the absence of air. 		 	
	  	  (Examples include: Cellulose Nitrate and Gunpowder) 
	 	 Reactive metals such as Lithium, Sodium, Potassium, Magnesium, Titanium, Zirconium, Uranium, 	 	
	  	 and Plutonium 
Class B:	 	 Metal hydrides such as Sodium Hydride and Lithium Aluminum Hydride 
		  Chemicals capable of undergoing auto-thermal decomposition. (Examples: Organic Peroxides and 	 	
	   	 Hydrazine) 

APPROVALS 
•	 UL Listed 
•	 FM Approved 
•	 ULC Listed
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PHYSICAL PROPERTIES OF IG-55 
ASHRAE Designation: 	 	 IG-55  
Chemical Name: 	 	 	 N2/Ar (50% - 50% blend of Nitrogen & Argon) 
Molecular Weight: 	 	 33.95 
Boiling Point at 760 mm Hg: 	 - 310.2°F (-190.1°C) 
Critical Pressure: 	 	 	 602 psia (4,150 kPa) 
Critical Temperature:	 	 -210.5°F (-134.7°C) 
Relative Density Compared to Air: 	 1.18  
 
 
EXPOSURE LIMITATIONS

Hazard Type Design Concentration /  
Oxygen Levels

Maximum Human 
Expose Time

Normally Occupied 
Space

Up to 43% / 12% minimum 5 minutes
43% to 52% / 12% to 10% 3 minutes

Normally Un-Occupied 
Space

52% to 62% / minimum 8% 30 seconds

Above 62% / 8% or lower
0 seconds 

(Personnel CANNOT  
be exposed)

NOTES: EN 15005, ISO 14520 & NFPA 2001 does not allow Clean Agent Systems to be used in any occupiable spaces 
where the design concentration required is above 52% unless provided with supervised system lockout valve, pneumatic  
pre-discharge alarm, pneumatic time delay and warning signs. Fike does not recommend ProInert systems to be used in 
normally occupied spaces where the design concentration required is above 52%. 
 
WARNING: The discharge of clean agent systems to extinguish a fire can result in potential hazard to personnel from the 
natural form of the clean agent or from the products of combustion that result from exposure of the agent to the fire or 
hot surfaces. Unnecessary exposure of personnel either to the natural agent or to the products of decomposition shall be 
avoided.
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